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BRIKLEY COMPACT LAMINATES AT A GLANCE

WHAT IS COMPACT LAMINATE?
Versatile, practical and beautiful, Brikley Compact is a structural, two-sided
laminate that provides endless creative possibilities for fixtures and furniture
in commercial, institutional & hospitality settings that stand up to heat and
humidity. Pair it with Chemical Resistant Laminate to get your toughest
projects in top working order.
Available in a wide range of decors from the Brikley Colour Palette, Brikley
Compact Laminate is perfect for design driven applications. Panels have a
black core, that when machined, present a distinctive black edge that
serves as a unique design feature.

WHERE CAN IT BE USED?
With machinability similar to hardwood, usage options for Brikley Compact
Laminate are virtually endless. These include shower and toilet cubicles,
interior wall linings, café tabletops, laboratory worktops, lockers, furniture,
cabinets and kitchen benchtops.
The standard panel thickness is 10mm, 12mm or 18mm, with variants from
3mm to 25mm available for special applications.

Why compact laminate so good？
Compact laminate is perfect for virtually unlimited interior uses. It can be
used vertically or horizontally for toilet and shower cubicles, wall paneling, lab
benches, tables, office furniture, lockers, in fact almost anything.
Being a tough durable product it can take the knocks a lot better than other
options, making it a smart, cost effective choice. It’s perfect for ‘high traffic’
locations and because it’s impervious to water, is ideal in wet areas.
Being a prefinished product, once it’s installed there’s nothing else to do-no
filling, sanding or painting. And as for cleaning it really is low maintenance
and most things can be washed off with soapy water. Even most graffiti can
be removed without damaging the panel

HOW DOES IT PERFORM?
Brikley Compact Laminate is beautiful in appearance and can take rough
treatment. It’s extremely scratch, wear, stain, moisture and impact resistant,
all backed by a 10 years limited warranty or a 7 years limited warranty for
Brikley Outdoor Compact Laminate. So when quality and durability are a
must, look no further than Brikley Compact Laminate.
WHAT CHOICE IS AVAILABLE?
Brikely Compact Laminate comes in four ranges, each with its own particular
properties, applications, and decors. For interior use, consider Brikley
Multipurpose, H Grade or Laboratory Compact Laminate, and for exterior
applications, consider Brikley Outdoor Compact Laminate. The range is
supported with comprehensive technical data sheets and fabrication guides.

Available in more than 200
designs, Brikley® Compact
Laminate is a long-lasting, durable
solution for high-impact surfaces
such as lockers and cabinets,
elevator cabs, wall panels,
decorative casework, shelving,
specialty furniture, fixtures and
partitions.

MULTIPURPOSE COMPACT LAMINATE

MULTIPURPOSE COMPACT LAMINATE

Brikley® Multipurpose Compact Laminate performs with exceptional
wear, impact and abrasion properties. It’s an economical option that is
easy to clean, with an antimicrobial and antifungal surface for extra
peace of mind. This GREENGUARD Certified product includes 30
stylish decors from the Brikley Colour Palette, enabling easy integration
with the rest of your interior design.
FEATURES AND BENEFITS
Excellent mechanical and physical properties
Provides a clean, uninterrupted, minimal look
Easily integrates and co-ordinates with many other Brikley products and surfaces

National Certified antimicrobial to proven to inhibit the growth of
bacteria on the surface up to 99% within 24 hours
Non-porous and easy to clean.
APPLICATIONS
Natural finish is suitable for benchtops, countertops, tabletops, office
worktops, shower and toilet partitions, lockers, commercial furniture,
interior wall cladding, cabinetry and educational furniture.

SPECIFICATIONS

Common Sheet size
1220*1830 mm
1220*2440 mm
1220*3050 mm
1525*1830 mm
1525*3050 mm
1525*2440 mm
1830*2440 mm

Thickness
4mm
6mm
8mm
10mm
12mm
16mm
18mm

Applications
Lockers
Toilet cubicle partition
Table tops
Lab worktop

COLOUR RANGE – NATURAL FINISH
Solid colour

Wood grain colour

Specifically designed for environments where chemicals and harsh cleaners are used,

Specifically designed for
environments where
chemicals and harsh cleaners
are used, Brikley® H Grade
Compact Laminate provides
exceptional chemical
resistance without sacrificing
design or style. Available in
Matte finish.

H GRADE COMPACT LAMINATE

Brikley® H Grade Compact Laminate is a 12.7mm product that’s a cost
effective choice for high abuse areas. With a range of decors to minimize
signs of wear and tear, its durability and stain resistance makes it a low
maintenance, versatile choice for laboratories and busy public spaces.

FEATURES AND BENEFITS
Graffiti resistant (has been tested )
Resists acids, alkalis, corrosive salts and other destructive or staining
substances
Ideal for horizontal and vertical surfaces
Non-porous and easy to clean
APPLICATIONS
Counters, laboratory worktops, tabletops, school desks, partitioning,
cabinets and casework fronts.

YEAR

COLOUR RANGE

ACIDS

ALKALIS

SOLVENTS

BIOLOGICAL STAIN

Acetic Acid (Glacial), 98%

Ammonium Hydroxide, 28%

Acetone

Carbol Fuschin, 1%**

Chromic Acid, 10%

Potassium Hydroxide, 15%

Dichloromethane

Crystal Violet, 0.5%

Citric Acid, 10%

Sodium Hydroxide, 46%

Ethyl Acetate

Gentian Violet, 1% solution

Ethyl Alcohol

Hydrogen Peroxide, 3%

Dichromate Cleaning Solution*
Formic Acid, 90%

SALTS

Ethylene Glycol

Iodine Tincture, USP, 2%**

Hydrochloric Acid, 37%

Copper Sulfate, 10%

Ethylene Glycol Mono Butyl Ether

Malachite Green Oxalate, 1%

Hydrofluoric Acid, 40% **

Ferric Chloride, 10%

Isopropanol

Methylene Blue, 1%

Nitric Acid, 30%

Potassium Permanganate, 1%

Methyl Alcohol

Methyl Orange, 0.04%

Nitric, 65%**

Silver Nitrate, 1%

Methyl Ethyl Ketone

Methyl Red, 0.1%

Perchloric Acid, 60%*

Sodium Chloride, 10%

Methyl Isobutyl Ketone

Methyl Violet 2B, 1%

Phosphoric Acid, 85%

Sodium Hypochlorite, 16%

N – Butyl Acetate

Sudan III

N – Hexane

Wrights Stain, 1%

Sulphuric Acid, 33%
Sulphuric Acid, 98%**

ORGANIC CHEMICALS

Tetrahydrofuran

Formaldehyde, 10%

Toluene

MOST CONVENTIONAL

Furfural

Trichloroethylene

CLEANING AGENTS

Phenol, 90% *

Xylene

Resistant to most common cleaning
agents. Avoid the use of highly alkaline,
highly acidic or abrasive cleaning agents.

The chemicals and reagents listed above were rated for Brikley H Grade
Compact Laminate in a covered method (watch glass cover) with exposure
for a period of 16 hours. The reagents listed below do not damage Brikley H
Grade Compact Laminate. Those reagents marked with an asterisk (*) may
cause slight change in gloss or colour, depending upon the duration of
exposure. Those marked with two asterisks (**) will cause severe damage.
Brikley recommends prompt cleanup of all spills using water,
a cloth and mild detergent. If in doubt about the suitability of a particular
chemical not listed below, contact us. Before committing to a particular
product, we suggest you obtain samples and perform in-situ tests with
chemicals most likely to be in contact with the product.

Note: Some chemical reagents will become more concentrated if allowed to evaporate on the laminate. It is
therefore
recommended that all spillages be washed and rinsed off the laminate as soon as possible.

SPECIFICATIONS
Standard sheet size

Standard thickness

Application

1220*2440 mm

12.7 mm

Partitioning

1525*3050 mm

16 mm

Public Amenities

1525*3660 mm

18 mm

Offices and Factories
Hotels and Restaurants
Clubs and Entertainment Centers
Shopping Centers
Healthcare Environments
Educational Centers (i.e. Schools and
Universities)
Sporting and Gymnasium Centers
Caravan Parks and Recreational Centers

Worktops are a critical element of
laboratory furniture and the
selection of material used is vital to
the efficient and effective
functioning of the laboratory
environment. Brikley® Laboratory
Compact Laminate is the premium
choice for vulnerable surfaces,
with superior moisture, wear
and chemical resistant properties.
It’s a versatile material that can
easily incorporate sinks, drip-cups
and tap-holes.

LABORATORY COMPACT LAMINATE

LABORATORY COMPACT LAMINATE

Brikley® Laboratory Compact Laminate using a higher grade of specialized
Compact Laminate , ChemLab is the ultimate Laboratory benchtop for high
chemical use, making it the only choice for demanding laboratory environments

Chemical Laboratory bench options are recommended for:
• Education facilities (schools, universities, etc.)
• Health facilities (e.g. hospitals)
• Commercial buildings
• Physical laboratories
• Biological laboratories
• Clinical laboratories
• Chemical laboratories
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COLOUR RANGE

SPECIFICATIONS
Standard sheet size

Standard thickness

Typical applications

1220*2440 mm

13mm
16mm
19mm

Laboratory worktops

1525*3050 mm

1525*3660 mm

Brikley® Outdoor Compact
Laminate will inspire you to
spend more time outdoors.
With outstanding resilience and
sophisticated style, this durable
compact laminate opens up even
more outdoor design possibilities.
Specifically created for exterior
areas exposed to the elements,
it’s a revolution in outdoor living.

OUTDOOR COMPACT LAMINATE

Brikley® Outdoor Compact Laminate is the revolution outdoor living has been
waiting for. Made from durable Compact Laminate specifically designed for
exterior areas, its outstanding resilience and sophisticated style open up even
more outdoor design possibilities. Whether it’s a commercial or domestic
application, the superior moisture, wear and weather resistance of Compact
Laminate makes it ideal for a myriad of non-structural outdoor solutions such as
outdoor furniture, tabletops and decorative paneling. Its distinctive black core not
only eliminates the need for edge treatment but also serves as a striking design
feature. A true exterior surface solution,Brikley Outdoor Compact Laminate is the
low maintenance alternative to wood and other outdoor products as no lacquering
or protectants are required for upkeep. And with its 7 years limited warranty,
Brikley Outdoor Compact Laminate will inspire you to enjoy the great outdoors
even more.

FEATURES AND BENEFITS
Delivers superior moisture, wear, and weather resistance
Its distinctive black core eliminates the need for edge treatment
and serves as a striking design feature
Low maintenance alternative to wood and other outdoor
products No lacquering or protectants are required for
upkeep 7 years limited warranty

COLOUR RANGE

APPLICATIONS
Outdoor furniture, tabletops and decorative paneling.
Brikley Outdoor Compact Laminate is not to be used in structural applications,
including building facades, balustrades, railings or swimming pool surrounds.
Brikley Outdoor Compact Laminate must not be used as a fireplace surround
as it
is a combustible material. As with most surfaces exposed to outdoor
conditions over prolonged time, some change in colour and appearance
of the surface of Brikley Outdoor Compact Laminate may occur.

ADDED BENEFITS

MINIMISE WASTE
The standard sizes of Brikley Compact Laminate are well adapted to practical
requirements so that cutting waste is kept to a minimum. Combined with the
standard thicknesses, they offer economical optimisation for any project
requirement. Brikley also offers a cut-to-size service for Compact Laminate.
Visit www.brikley.com for additional technical information and fabrication details.

WORKABILITY
Standard tools for hardwood can be used for machining or processing such as
sawing, drilling and routing. Neither the surface nor the sawn edges need to be
protected or sealed. Panels will present a distinctive black edge. For further
information visit www.brikley.com.

CARE AND CLEANING
The non-porous surface is easy to clean. For general cleaning of
standard interior applications, household cleaners, water or soap are
highly recommended. The use of abrasive or polishing materials
should not be used. For further information visit www.brikley.com

